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TECHNICAL INFORMATION 
 
FOR PROFFESIONAL USE ONLY 

 

 
 
 
 
 
 

 

 

PRODUCT DESCRIPTION 

 

Szybkoschnący jedno komponentowy lakier bezbarwny o wysokim połysku i dobrej przyczepności do 

różnego rodzaju podłoża. Posiada właściwości antykorozyjne, zapewnia długotrwałą ochronę przed 

zadrapaniami i uderzeniami. Jest odporny na działanie substancji chemicznych oraz szkodliwy wpływ 

warunków atmosferycznych 

 

PHYSICAL AND CHEMICAL PROPERTIES 

 

Color:     colorless 

Glass grade:    gloss 

Capacitance:    500ml 

Capacity:    1,5 ÷ 2,0 m2 

Dry period at room temperature: 

-dust dry: after 5 ÷ 10 minutes 

- not adhesive - 10 ÷ 20 minutach 

- ready to use – 2 hours  

 

CONTENT OF VOLATILE MATTER 

 

VOC (Volatile Organic Compound) = 666,3 [g/l]. 

This product satisfies requirements of the European Union Directive (2004/42/WE), which for this 

product category (B/5) gives the limit value of content of volatile matter at the level of 840 [g/l] of 

the ready-for-use product. 

 
MASTER SRAY 
CLEAR COAT 
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SUBSTRATE AND PREPARING THE SURFACE 

 

Spray can be apply on coversine and ancoversine to wood, metal, aluminums, glass, stone and equal 

type of plastic surface. First clear the surface carefully, dry and degrease. Old clear coat and rust, 

must be remove before grind off, face should be covering by filler. On plastic it is recommended to 

hold it at temperature of 50
o
C, with is useful to remove silicon from surface 

 

APPLICATION 

 

Best use temperature 15÷25
 o

C 

Shake before using for 2 minutes and try it on cardboard. 

During lacquering hold aerosol in 25÷30 cm distance for metal surface. 

Apply spray thin layer interval 5÷10minutes. 

After use clean aerosol’s outlets – hold down aerosol’s valve, push the bottom and release contents 

for 5 seconds.  

 

Caution: To maintain safety, always follow the instructions given in the Safety Data Sheet for the 

given product. 

 
 

 

STORAGE 

 

Store the product components in a sealed container, in dry and cool places, away from fire and heat 

sources, as well as direct sunlight. 

 

 

WARRANTY PERIOD  

 

5 years from the production date. 

 


